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APPLICATION FOR OSHPD SPECIAL SEISMIC 
CERTIFICATION PREAPPROVAL (OSP) 

OFFICE USE ONLY 

APPLICATION #:   OSP– 0064 – 10 
 

OSHPD Special Seismic Certification Preapproval (OSP)  
 

Type:   New   Renewal  
 

Manufacturer Information 
  

Manufacturer: Square D by Schneider Electric 
 

Manufacturer’s Technical Representative: Jeffrey A. Gatscher, Fellow Engineer 
 

Mailing Address: 330 Weakley Lane, Smyrna, TN  37167 
 

Telephone: 615-459-8466 Email: jeff.gatscher@schneider-electric.com 
 

Product Information 
 

Product Name: Enclosed Circuit Breakers – Low Voltage (600 Volts and Below) 
 

Product Type: Enclosed Circuit Breaker Units from 15A to 1200A Ampacity Ratings 
 

Product Model Number:    See Certified Product Listing tables 
(List all unique product identification numbers and/or part numbers) 

General Description: Enclosed Circuit Breaker Units from 15A to 1200A Ampacity Ratings Consisting of Molded Case    

 
Circuit Breakers Packaged in Carbon Steel or Stainless Steel Sheet Metal Framed Enclosures (NEMA Type 1, 3, 3R, 4, 
4X, 5, and 12).   

Mounting Description: Rigid wall mounted (see Certified Product Listing tables) 

  
 

Applicant Information 
 

Applicant Company Name: Square D by Schneider Electric 
 

Contact Person: Roger L. Pollack 
 

Mailing Address: 1010 Airpark Center Drive, Nashville, TN 37217 
 

Telephone: 615-844-8492 Email: roger.pollack@schneider-electric.com 

I hereby agree to reimburse the Office of Statewide Health Planning and Development review fees in 
accordance with the California Administrative Code, 2013. 

Signature of Applicant:  Date: December 20, 2013 
 
Title: Senior Marketing Specialist Company Name: Schneider Electric 
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              FACILITIES DEVELOPMENT DIVISION 

“Access to Safe, Quality Healthcare Environments that Meet California’s Diverse and Dynamic Needs” 

 

 

 

California Licensed Structural Engineer Responsible for the Engineering and Test Report(s) 
 

Company Name:  Forell/Elsesser Engineers, Inc. 
 

Name: Marco Scanu, SE California License Number: S4454 
 

Mailing Address: 160 Pine Street, 6th Floor, San Francisco, CA  94111 
 

Telephone: 415-837-0700 Email: m.scanu@forell.com 
 

Supports and Attachments Preapproval 
 

 Supports and attachments are preapproved under OPM-  
 (Separate application for OSHPD Preapproval of Manufacturer’s Certification (OPM) of Supports and attachments is required) 
 

 Supports and attachments are not preapproved 
 

Certification Method  
 

 Testing in accordance with:  ICC-ES AC156 
 

 Other (Please Specify):  

  

  
 

Testing Laboratory  
 

Company Name: Wyle Laboratories 
 

Contact Name: Don Smith – Manager, Commercial Test Services 
 

Mailing Address: 7800 Highway 20 West, Huntsville, AL 35806 
 

Telephone: 256-716-4221 Email: don.smith@wyle.com 
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Seismic Parameters 
 

Design in accordance with ASCE 7-10 Chapter 13:  Yes  No 
 

Design Basis of Equipment or Components (Fp/Wp) = See Certified Product Listing tables 
   

 SDS (Design spectral response acceleration at short period, g) = See Certified Product Listing tables 
  

 ap (In-structure equipment or component amplification factor) = 2.5 
  

 Rp (Equipment or component response modification factor) = 6.0 
  

 Ω0 (System overstrength factor) = 2.5 
  

 Ip (Importance factor) = 1.5 
  

 z/h (Height factor ratio) =  1.0 (also evaluated at grade elevation z/h = 0) 
  

 Equipment or Component Natural Frequencies (Hz) =  N/A 
  

 Overall dimensions and weight (or range thereof) =  See Certified Product Listing tables 
 
 

Equipment or Components @ grade designed in accordance with ASCE 7-10 Chapter 15:   Yes  No 
 

Design Basis of Equipment or Components (V/W) =   
  

 SDS (Design spectral response acceleration at short period, g) =   
  

 SD1 (Design spectral response acceleration at 1 second period, g) =   
  

 R (Response modification coefficient ) =   
  

 Ω0 (System overstrength factor) =   
  

 Cd (Deflection amplification factor) =    
  

 Ip (Importance factor) =  1.5 
  

 Height to Center of Gravity above base =   
  

 Equipment or Component Natural Frequencies (Hz) =    
  

 Overall dimensions and weight (or range thereof) =   
  

Tank(s) designed in accordance with ASME BPVC, 2010:   Yes   No 
 

List of Attachments Supporting Special Seismic Certification 
 

 Test Report(s)  Drawings  Calculations  Manufacturer’s Catalog 
 

 Other(s) (Please Specify): Certified Product Listing Tables,  Certified Major Sub-Components Listing Table, UUT 
Summary Tables 

 

OSHPD Approval (For Office Use Only) – Approval Expires on December 31, 2019 
 

Signature:  
   

Date: 4/16/2014 
 

Print Name:  M. R. Karim Title:  SHFR 
 

Special Seismic Certification Valid Up to :  SDS (g) =    See Above z/h =    See Above 
 

Condition of Approval (if applicable):   
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Certified Product Listing 

Enclosed Circuit Breakers 

 
 

 

 

Manufacturer: Square D by Schneider Electric 

Product Category: Enclosed Circuit Breakers – Low Voltage (600 Volts and Below) 

Product Line Models: Enclosed Circuit Breaker Units from 15A to 1200A Ampacity Ratings. 

Product Options: Molded Case Circuit Breakers packaged in NEMA Type 1, 3R, 4, 4X, 5 and Type 12 Enclosures.  Enclosures come in Carbon Steel or Stainless Steel either 

With or Without Operating Mechanism. 

Product Mounting: Rigid Wall Mount 

 

Enclosed Circuit Breakers 

Model 

Style 

Ampacity 

Rating 

(A) 

Commercial 

Reference
1
 

NEMA Enclosure 
Weight 

(lbs.) 
Test Status 

Certification Level 

3
 

Height 

(in.) 

Width 

(in.) 

Depth 

(in.) 
Type

1
 Material

2
 

Grade (z/h = 0) Roof (z/h = 1) 

SDS Fp/Wp SDS Fp/Wp 

With 

Operating 

Mechanism 

100 

FA100A 19.5 9.13 4.88 12 CS 13 Wyle 53276-4, UUT-22 3.16 1.42 2.70 2.03 

F*100*** 
19.5 9.13 4.88 12 CS 13  Interpolated  3.06 1.38 2.38 1.79 

19.5 9.13 4.88 4, 4X, 5 SS 16  Interpolated  3.06 1.38 2.38 1.79 

250 

J250AWK 32.26 9.72 7.94 12 CS 24 Wyle 53276-2, UUT-25 3.10 1.40 2.51 1.88 

J250*** 32.26 9.72 7.94 12 CS 24  Interpolated  3.06 1.38 2.38 1.79 

J250DS 32.26 9.72 7.94 4, 4X, 5 SS 28 Wyle 58773R11, UUT-3 3.06 1.38 2.38 1.79 

J250*** 32.26 9.72 7.94 4, 4X, 5 SS 28  Interpolated  3.06 1.38 2.38 1.79 

400 

LA400AWK 42.25 13.75 7.25 12 CS 52 Wyle 53276-5, UUT-27 3.17 1.43 2.50 1.88 

L*400*** 
42.25 13.75 7.25 12 CS 52  Interpolated  3.06 1.38 2.38 1.79 

42.25 13.75 7.25 4, 4X, 5 SS 52  Interpolated  3.06 1.38 2.38 1.79 

600 L*600*** 59.63 20.42 8.2 12 CS 110 Interpolated  3.06 1.38 2.38 1.79 

800 M800*** 
40.875 20.75 9.5 12 CS 86 Interpolated  3.06 1.38 2.38 1.79 

40.875 20.75 9.5 4, 4X, 5 SS 89 Interpolated  3.06 1.38 2.38 1.79 

1200 P1200*** 53 20.75 9.5 12 CS 104.7 Interpolated  3.06 1.38 2.38 1.79 

Without 

Operating 

Mechanism 

100 
F*100**               

H*100* 

17 7.9 4.75 1 CS 11 Interpolated  3.06 1.38 2.38 1.79 

18 8.88 4.88 3R CS 16 Interpolated  3.06 1.38 2.38 1.79 

18.13 8.63 4.13 1 CS 14 Interpolated  3.06 1.38 2.38 1.79 

19.5 9.88 4.13 1 CS 14 Interpolated  3.06 1.38 2.38 1.79 

200 Q**200*** 
23.13 7.63 4.25 1 CS 11.84 Interpolated  3.06 1.38 2.38 1.79 

23.38 7.63 4.75 3R CS 15.28 Interpolated  3.06 1.38 2.38 1.79 

225 

Q**225*** 26.25 9.88 4.75 1 CS 18 Interpolated  3.06 1.38 2.38 1.79 

Q23225NRB 26.25 9.88 5.5 3R CS 23 Wyle 53276-6, UUT-23 3.10 1.40 2.46 1.86 

Q**225*** 26.25 9.88 5.5 3R CS 23  Interpolated  3.06 1.38 2.38 1.79 
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Certified Product Listing 

Enclosed Circuit Breakers 

 
 

 

 

Enclosed Circuit Breakers (Cont.) 

Model 

Style 

Ampacity 

Rating 

(A) 

Commercial 

Reference
1
 

NEMA Enclosure 
Weight 

(lbs.) 
Test Status 

Certification Level 

3
 

Height 

(in.) 

Width 

(in.) 

Depth 

(in.) 
Type

1
 Material

2
 

Grade (z/h = 0) Roof (z/h = 1) 

SDS Fp/Wp SDS Fp/Wp 

Without 

Operating 

Mechanism 

250 

J250**                 

J*250** 

26.4 8.9 5.5 1 CS 17.37 Interpolated  3.06 1.38 2.38 1.79 

20 19 5.63 1 CS 19 Interpolated  3.06 1.38 2.38 1.79 

20.25 19 7.12 3R CS 27 Interpolated  3.06 1.38 2.38 1.79 

J250R 31.05 14.47 6.28 3R CS 34 Wyle 53276-4, UUT-24 3.16 1.42 2.70 2.37 

J250**                 

J*250** 

31.05 14.47 6.28 3R CS 34 Interpolated  3.06 1.38 2.38 1.79 

31.36 14.36 6 1 CS 33 Interpolated  3.06 1.38 2.38 1.79 

32.4 15.4 6 1 CS 33 Interpolated  3.06 1.38 2.38 1.79 

400 L*400*** 

27.4 15.4 6.625 1 CS 36 Interpolated  3.06 1.38 2.38 1.79 

44 15.38 7.88 3R CS 60 Interpolated  3.06 1.38 2.38 1.79 

44.5 15.38 6.5 1 CS 46 Interpolated  3.06 1.38 2.38 1.79 

45.63 16.5 6.5 1 CS 46 Interpolated  3.06 1.38 2.38 1.79 

800 M800* 40.375 21 9.75 1, 3R CS 98 Interpolated  3.06 1.38 2.38 1.79 

1200 

M*1200**              

P1200* 
51.8 20.25 7.75 1 CS 107 Interpolated  3.06 1.38 2.38 1.79 

P1200R 52.125 21 9.75 1, 3R CS 160 Wyle 58773R11, UUT-4 3.06 1.38 2.38 1.79 

M*1200**             

P1200* 
52.125 21 9.75 1, 3R CS 160  Interpolated  3.06 1.38 2.38 1.79 

Notes: 

1. All commercial reference numbers with the suffix “A”, “AWK”, “DS” or “SS” provides a mechanism to operate the enclosed circuit breaker.  These enclosures are NEMA Types 

12, 4, 4X or 5.  All commercial reference numbers without the suffix “A”, “AWK”, “DS” or “SS” provides no operating mechanism.  These enclosures are NEMA Types 1 or 3R.   

2. NEMA enclosure types are constructed of either carbon steel sheet with baked enamel finish or stainless steel sheet.  CS designates carbon steel and SS designates stainless 

steel construction materials. 

3. Certification level is limited to the lower rating of either the product section, as listed here, or the internal components, as listed on the Certified Major Sub-Components table. 
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Commercial Reference Numbering System 

Enclosed Circuit Breakers 

 

 

 

Circuit Breaker Enclosures 

Circuit Breaker Enclosure 

Catalog No. Prefix Rating Poles 
Catalog No. 

NEMA 1 Flush NEMA 1 Surface NEMA 3R 

FAL, FHL, FCL 15–100 A 1, 2, 3 FA100F FA100S FA100RB 

QBL, QDL, QGL, QJL 
100–200 A 2 — Q22200NS Q22200NRB 

100–225 A 2, 3 Q23225NF Q23225NS Q23225NRB 

HDL, HGL, HJL, HLL 15–150 A 2, 3 
J250F J250S J250R 

JDL, JGL, JJL, JLL 150–250 A 2, 3 

HDL 15–100 A 3 — HD100S — 

JDL 150–250 A 3 — JD250S — 

LAL, LHL, Q4L 125–400 A 2,3 LA400F LA400S LA400R 

LAL 125–400 A 3 — LA400LS — 

MGL, MJL, PGL, PJL, PKL, PLL 300–800 A 2, 3 — M800S M800R 

PGL, PJL, PKL, PLL 250–1200 A 2, 3 — P1200S P1200R 

 
NEMA 4, 4X, 5, 3, 3R 

Stainless Steel 

NEMA 12/3R, 12K 

With Knockouts 

(NEMA 12K) 

Without Knockouts 

(NEMA 12/3R, 5) 

FAL, FHL, FCL 15–100 A 1, 2, 3 FA100DS FA100A FA100AWK 

HDL, HGL, HJL, HLL 15–150 A 2, 3 
J250DS — J250AWK 

JDL, JGL, JJL, JLL 150–250 A 2, 3 

KIL, KCL 110–250 A 2, 3 IK250DS — IK250AWK 

LAL, LHL, Q4L 125–400 A 2, 3 LA400DS — LA400AWK 

LEL, LXL, LXIL 100–600 A 3 — — LX600AWK 

LCL, LIL 300–600 A 2, 3 — — LX600AWK 

MGL, MJL, PGL, PJL, PKL, PLL 300–800 A 2, 3 M800DS — M800AWK 

PGL, PJL, PKL, PLL 600–1200 A 2, 3 — — P1200AWK 

 

 

 

316 Grade Stainless Steel Circuit Breaker Enclosures 

Circuit Breaker Enclosure 

Catalog No. Prefix Rating Poles 
Catalog No. 

NEMA 3, 3R, 4X, 5 and 12 

HDL, HGL, HJL, HLL 15–150 A 2, 3 
J250SS 

JDL, JGL, JJL, JLL 150–250 A 2, 3 

MGL, MJL, PGL, PJL 
300–800 A 2, 3 M800SS 

PKL, PLL 

 

 

 

DC Circuit Breaker Enclosures for MA and MH DC-Rated Circuit Breakers 

Circuit Breaker Enclosure 

Catalog No. Prefix Rating Poles 
Catalog No. 

NEMA 1 Surface 

MAL, MHL 125–1000 A 2, 3 MA1200S 
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 Certified Major Sub-Components Listing 

Enclosed Circuit Breakers 

 
 

 

 

 

Molded Case Circuit Breakers (2 Pole and 3 Pole) 

Frame 

Type
1
 

Rated 

Voltage 

(Volts) 

Rated 

Current 

(Amps) 

Manufacturer Part No. / Identifier Notes Test Status 

Certification Level
2
 

Grade (z/h = 0) Roof (z/h = 1) 

SDS Fp/Wp SDS Fp/Wp 

F 
208 – 600 15 – 100 Square D F*  Extrapolated 3.16 1.42 2.70 2.03 

480 100 Square D FAL34100   Wyle 53276-4, UUT-22 3.16 1.42 2.70 2.03 

H 208 – 600 15 – 150 Square D H*  Interpolated 3.10 1.40 2.46 1.86 

Q 240 
70 – 250 Square D Q*  Interpolated 3.10 1.40 2.46 1.86 

250 Square D QJL32250  Wyle 53276-6, UUT-23 3.10 1.40 2.46 1.86 

J 
208 – 600 150 – 250 Square D J*  Interpolated 3.10 1.40 2.46 1.86 

600 250 Square D JGL36250  Wyle 53276-4, UUT-24 3.16 1.42 2.70 2.37 

K 208 – 600 110 – 250 Square D K*  Interpolated 3.16 1.42 2.50 1.88 

L 
208 – 600 250 – 600 Square D L*  Interpolated 3.16 1.42 2.50 1.88 

600 400 Square D LAL36400   Wyle 53276-5, UUT-27 3.17 1.43 2.50 1.88 

M 208 – 600 300 – 800 Square D M*  Interpolated 3.06 1.38 2.38 1.79 

P 
208 – 600 600 – 1200 Square D P*  Interpolated 3.06 1.38 2.38 1.79 

600 1200 Square D PLL34000S12  Wyle 58773R11, UUT-4 3.06 1.38 2.38 1.79 

Notes: 

1. Frame types, within Molded Case Circuit Breakers, are the same material, same manufacture and similar construction. 

2. Certification level is limited to the lower rating of either the internal sub-components, as listed here, or the product section, as listed on the Certified Product table 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 100A With Mechanism FA100A 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 53276-4 03/13/2006 16 UUT-22 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 100A with molded case F-frame circuit breaker packaged into a NEMA 

Type 12 enclosure with operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (3) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 13 19.5 9.13 4.88 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 12 

(Carbon Steel) 
Square D FA100A 

 Molded Case Circuit Breaker 

480V 100A 
Square D FAL34100 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 3.202 2.912 3.061 
3.16 0 1.5 3.16 1.26 2.12 0.85 

2.70 1 1.5 4.32 3.24 1.81 0.73 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 250A With Mechanism J250AWK 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 53276-2 03/11/2006 10 UUT-25 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 250A with molded case J-frame circuit breaker packaged into a NEMA 

Type 12 enclosure with operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (3) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 24 32.26 9.72 7.94 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 12 

(Carbon Steel) 
Square D J250AWK 

 Molded Case Circuit Breaker 

600V 250A 
Square D JGL36250 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 3.102 2.713 3.083 
3.10 0 1.5 3.10 1.24 2.07 0.84 

2.51 1 1.5 4.01 3.01 1.68 0.68 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 250A With Mechanism J250DS 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 58773R11 09/01/2011 4 UUT-3 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 250A with molded case J-frame circuit breaker packaged into a NEMA 

Type 4, 4X, 5, 3, 3R enclosure with operating mechanism. 

2. Enclosure is constructed of stainless steel sheet. 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (3) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 28 32.26 9.72 7.94 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 4, 4X, 

5, 3, 3R (Stainless Steel) 
Square D J250DS 

 Molded Case Circuit Breaker 

600V 250A 
Square D JDL36250 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 2.568 2.771 3.384 
3.06 0 1.5 3.06 1.22 2.05 0.83 

2.38 1 1.5 3.81 2.86 1.59 0.64 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
 

UUT-3 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 400A With Mechanism LA400AWK 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 53276-5 03/16/2006 20 UUT-27 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 400A with molded case L-frame circuit breaker packaged into a NEMA 

Type 12 enclosure with operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (3) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 52 42.25 13.75 7.25 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 12 

(Carbon Steel) 
Square D LA400AWK 

 Molded Case Circuit Breaker 

600V 400A 
Square D LAL36400 

 Neutral Assembly Insulated 

Groundable 
Square D SN400LA 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 3.211 2.701 2.993 
3.17 0 1.5 3.17 1.27 2.12 0.86 

2.50 1 1.5 4.00 3.00 1.68 0.68 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 225A Without Mechanism Q23225NRB 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 53276-6 03/21/2006 24 UUT-23 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 225A with molded case Q-frame circuit breaker packaged into a NEMA 

Type 3R enclosure without operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (3) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 23 26.25 9.88 5.5 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 3R 

(Carbon Steel) 
Square D Q23225NRB 

 Molded Case Circuit Breaker 

240V 225A 
Square D QBL32225 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 2.885 2.654 2.014 
3.10 0 1.5 3.10 1.24 2.08 0.84 

2.46 1 1.5 3.94 2.95 1.65 0.66 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
 

UUT-23 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 250A Without Mechanism J250R 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 53276-4 03/13/2006 16 UUT-24 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 250A with molded case J-frame circuit breaker packaged into a NEMA 

Type 3R enclosure without operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (4) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 34 31.05 14.47 6.28 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 3R  

(Carbon Steel) 
Square D J250R 

 Molded Case Circuit Breaker 

600V 250A 
Square D JGL36250 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 3.202 2.912 3.061 
3.16 0 1.5 3.16 1.26 2.12 0.85 

2.70 1 1.5 4.32 3.24 1.81 0.73 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
 

UUT-24 
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UUT Summary 

Enclosed Circuit Breakers 

 

 

UUT Product Information 

Manufacturer Product Category Product Line Model Model Number 

Square D by Schneider Electric Enclosed Circuit Breaker - Low Voltage 1200A Without Mechanism P1200R 
 

UUT Test Report Association 

Test Lab Report No. Report Date Test Run No. UUT Designation 

Wyle Laboratories 58773R11 09/01/2011 4 UUT-4 
 

UUT Notes / Description 

1. The UUT is a low voltage enclosed circuit breaker rated at 1200A with molded case P-frame circuit breaker packaged into a NEMA 

Type 3R enclosure without operating mechanism. 

2. Enclosure is constructed of carbon steel sheet, with powder-coated finish (gray baked enamel). 
 

UUT Properties (As Tested) 

Weight 

(lbs.) 

Dimensions (in.) 
Lowest Natural 

Frequency (Hz) 
Shake-Table Attachment 

Height Width Depth F-B S-S V Rigid wall mount with (4) 1/4-20 grade 5 bolts and flat washers 

at 7 ft-lbs torque. 160 52.125 21 9.75 N/A N/A N/A 
 

UUT Photograph  UUT Major Components 

 

 Description Manufacturer Part No. / Identifier 

 Enclosure – NEMA Type 3R 

(Carbon Steel) 
Square D P1200R 

 Molded Case Circuit Breaker 

600V 1200A 
Square D PLL34000S12 

 Service Ground Kit Square D PKOGTA4 

 Neutral Current Transformer 

Mounting Kit 
Square D S33576MK 

 Neutral Current Xfrmr 400-

1600A Sensor 
Square D S33576 

    

    

    

    

    

    

    

    

    

    

    

    

    
 

UUT Seismic Test Parameters 

Building Codes Test Criteria FB – ZPA SS - ZPA V - ZPA SDS z/h Ip AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156 2.568 2.771 3.384 
3.06 0 1.5 3.06 1.22 2.05 0.83 

2.38 1 1.5 3.81 2.86 1.59 0.64 
 

UUT Seismic Test Results 

� The UUT maintained structural integrity and functionality as confirmed in post test inspection and active operation validation checks. 
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